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Inspection and/or modifications described below are mandatory. No person may operate a product to which this 

Airworthiness Directive applies except in accordance with the requirements of this Airworthiness Directive. 

Translation of ‘Consigne de Navigabilite’ ref. : 2002-1 37(6) 
In case of any difficulty, reference should be made to the French original issue. 

DASSAULT AVIATION 

FALCON 10 aircraft 

Nose landing gear (ATA 32) 

1. APPLICABILITY: 

This Airworthiness Directive (AD) concerns all FALCON 10 aircraft. 

- Note: DASSAULT AVIATION Service Bulletin (SB) FIO-297 is being developed to constitute an 
alternative means of compliance (AMOC) to the requirements of this AD. 
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2. REASONS: 

Cases of nose gear up-locking default have been reported in use ; the origin is a corrosion initiated 
crack of the actuator rod, leading to an internal hydraulic leak. 

Furthermore, in case of three points landing, this crack can lead the rod to break and the nose gear to 
retract, even without previous indication of incorrect up-locking of the nose gear. 

3. COMPLIANCE: 

The following measures become mandatory on the effective date of this AD: 

- Before next flight following the effective date of this AD, insert Temporary Change (TC) no 24 into 
the Airplane Flight Manual (AFM); this TC calls for systematic MLG landings as long as 
SB FIO-294 has not been implemented. 

- Insert, as soon as receiving it, revision no 5 of Chapter 5.40 into the Maintenance Manual; this 
revision calls for periodic actuator rod inspection, even after SB F10-294 implementation. 

- Within 7 months following the effective date of this AD, check for cracks on the actuator rod, in 
accordance with the instructions of SB F10-294; after satisfactory performing of SB FIO-294, 
TC No. 24 may be removed from the AFM. 

- REF : DASSAULT AVIATION Service Bulletin FIO-294, original issue 
FALCON 10 Airplane Flight Manual Temporary Change No. 24 
Maintenance Manual chapter 5.40 Revision No. 5 
Any later approved revision of these documents is acceptable. 

EFFECTIVE DATE : MARCH 30.2002 


